ZR94 CALIPER SPECS
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Bleed Screw Kit 900.900.104.14 \ —
Bleed Screw Insert Kit 900.900.104.02
Seal Kit (290/365 Pistons) 900.900.100.05 7934 L 19
Seal Kit (410/440 Pistons) 900.900.100.03 [
Piston Kit (290/365 Pistons) 900.900.103.29 Cl
Piston Kit (410/440 Pistons) 900.900.103.27 40 1
Radial Mount Bracket 180.028.158.01 5

The ZR94 caliper features a
robust internal fluid passage
system, adding strength and
further eliminating the risk of
damage or failure. By removing
both the external crossover and
non crucial material, the ZR94 is
lighter and fits a much wider
range of applications.

NICKEL PLATED

BLACK ANODIZED



ZR94 CALIPER SPECS

Mount Dim. (mm) 180 x42 180 x42

Piston Sizes (mm) 29.0/36.5 41.0/44.0
Piston Area Per Side (mm?2) 1707 2841

Max Disc Dia (mm) 323 323

Max Disc Thickness (mm) 32 32

Min Disc Thickness (mm) 30 30

Max Pad Thickness 19 19

Fluid Capactiy (cm3) 324 54.0

Max Operating Pressure 103bar/1500psi 103bar/1500psi
Pad Shape 7934/7915/7905 7934/7915/7905
Pad Area Per Side (cm2) 43.9/43.9/50.0 43.9/43.9/50.0

Caliper Weight

2.06kg/4.531bs

2.05kg/4.511bs

Leading Left 94.323.290.365.01A  94.323.410.440.01A
Leading Right 94.323.290.365.02A  94.323.410.440.02A
Trailing Left 94.323.290.365.11A  94.323.410.440.11A
Trailing Right 94.323.290.365.12A  94.323.410.440.12A
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“A” = Black anodized option.
Remove “A” from part number
for nickel plated option.
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STUD DIAMETER
MIN LOCATING $11.975 MM
MAX $12.025 MM
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